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875/876875/876L A N D O L L  M O D E L  8 7 5 / 8 7 6  T I L L O L L

*180° fold, **180° Single-Wing Fold - Horsepower Requirements 10 PTO HP per Foot, which may vary depending on 
individual soil types and conditions.

Landoll continuously improves product, therefore, we reserve the right to make any changes in illustrations, specifi cations, 
equipment, and prices with out prior notice and without changes on previous models.
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TILLOLL SPECIFICATIONS

MODEL SPECIFICATIONS

MODEL 875 AND 876 TILLOLL
Spring Clamp with Edge Bent C-Shank• 
20” Concave Disc Blades 7-1/2” Spacing• 
10” Sweeps• 
Soil Defl ector/Spray Shields• 
Walking tandems on center section of all Models except • 
15F (Optional on 10’-6” and 13’-6”)
5-Blade 16” Incorporating Reels• 
Spring loaded Scrapers• 
Rock Flex Mounted Disc and Reel• 
3-Bar Tilloll Spike Tooth Harrow• 
T-Type Hitch W/Cast Ring & Removable Clevis with • 
exception of Cat IV Cast Pintle only
Warning Light Kit• 
Safety Chain• 

875-10S THROUGH 875-25
4” x 4” Exterior Frame• 
3” x 3” Interior Frame• 
15” x 8” 6-Bolt Flotation Rims• 
15” x 8” 8-Bolt Flotation Rims on 875-15F Center Axles • 
only

875-18 THROUGH 875-25 WING MODELS
7-1/2” Degree Flex Up or Down• 
Single Gauge Wheels on Wing• 
180 Degree Flat Fold Wings• 

876 WING MODELS
6” x 4” Exterior Frame• 
4” x 3” Interior Frame• 
15” x 10” 8-Bolt Wheels on Mainframes with 11L x 15 • 
Load Range “F” Tires (35’-40’)
15” x 10” 6-Bolt Wheels with 11L x 15 10 Ply tires on • 
wings (35’-40’), Mainframe and Wings (30’)

Model Number Width of cut Transport Width Transport Height No. of Shanks No. of Discs Approximate 
Weight

875-10 1 0’-6” 12’-0” N/A 14 14 5,059

875-13 13’-6” 15’-0” N/A 18 20 5,753

875-15 15’-0” 16’-6” N/A 20 22 6,090

 875-15F 15’-0” 9’-4”    8’-6”** 20 22 6,900

875-18 18’-0” 10’-6” 8’-6”* 24 26 9,700

875-21 21’-0” 13’-6” 8’-6”* 28 30 10,050

875-25 25’-6” 15’-0” 8’-6”* 34 38 10,917

876-30 30’-0” 16’-6” 8’-6”* 40 46 15,800

876-35 34’-6” 20’-4” 13’-0” 46 54 16,700

876-40 40’-0” 17’-9” 13’-9” 52 60 18,800
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